
NFPA 

.. 

fMl ALUMINUM CUTTING FLUID 

Meets requirements of 29 CFR 1910.1200 
(Federal Hazard Communication Standard) 
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.. --··· . ····- -------. .- ~ ~ 
.. 

Manufacturer's -~- i -~ :.: ...... ~. 
. .. . . . - -- ...... ' ·.• .· .. 

Name: .. -
.. ·., ~ ...•. Emergency Telephone N~ -i ?f . . ·- ... ; 

- ---· .. ... . .. 

... . REJ ... TON CORPORATION ' ' . ... (213) 681-2551 
---~ .. '· --~.:-- .-- ..... _(818) 351-8469 

Address: - 317 Rolyn Pl,ace, Arcadia, -California 91006' -- ·.····. ...... ... 1 .. .. 

Chemical Name and Synonyms: . ·- - ... , Trade Name: "A-9" '• -
(Mixture) --· Formula: See Section Il 

Chemical Family: 
.. .. 

Hydrocarbon solvent, wax, fatty acid, traces of perfume and dye 

DOT: Not regulated by DOT " 

Freight classification: Petroleum Oil, lubricating, NOI, ------ -- -.. -······. 

NA(North America) 1270 -- -- ... 

SECTION II - INGREDIENTS 
- ~ PPM 

. - %Wt %Vol -=T~L~V~~P~E~L--S~T~E~L=-

White mineral_oil, NF CAS#8042-47-S > 85 _> 70 NE NE · NE 

A semi-so.l.id animal fat - Trade Secret < 15 < 20 NE NE NE 

A natural fatty acid - Trade Secret < 5 < 8 NE NE NE 

New Mown Hay perfume < 1 < 1 NE NE NE 

Green dy_e, Pharmacy Grade Tr Tr NE NE NE 

._ . . (se·e Sectj.on V for Health Data) . _ . . 

Data is based on testing mixture- as a whole. · Neither the mixture 'nor any 

of its ingredients is on the- carcinogen or suspected-carcinogen list of 

the NTP, the IARC, or OSHA. .. ' 

Bolling Point( 0
) @ 760mmHg.: · 400°F Specific Gravity(ihO=l): c:-:0.900 ... .,_;_, 

Vapor Pressure(mmHq.) @ 100°F: .lmm Percent Volatile by Volume: NA 

Vapor Density(Air=l): NA Evaporation Rate: NA 

Solubility in Water: negligible 
Appearance and Odor: liqht qreen oil with sliqht fatty odor: ·· 

.r·-----·--:::·-~---, .. 7= --~ -.. - ... - -:··-- .. -~-- -- ---· ~------ -----------.--- -"--·· ~ ··---·---·-- ... 

.... :: .. ..::: o..:. ~-,;. -_-. ··: ·<. ·::. -·- ~~ ~ ·.~ ·,~ ~-- :=~ -.2: :·. :· .. · ~~: = ,· .. . ":· :2 ~j- .-: .. ~ ~:~. •(>.t. d ~~ 
·--·-.·-- ---~ ........ __ ---~·----"""!""-------· 

... ~::-ri·~:~· · -~; :~~ i.. ,;;;· .. ·;. ~·t~!-::.~r~:· :T;::-:.:.i:J·~.:~~· .:~!;(L~~:-. 

Extinguishing Media: . Use CO~, dry chemicals, foam. ··" -. '1~· '· . , .. .,·: .. , .. :·r 

; Special Fire Fighting Procedures: - Do not use water except as fog; .prefer_ 

,,c,_;,:;:;~-.r:~;.:. .. --:···""··-;::,-_,, · C02 or sand as with oil·f~re~··.,..~ .... :;;~;,.:·~._. 

Unusual Fire and Explosion Hazards: No unusual hazards - '· '· 
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SECTION V - HEALTH HAZARD DATA 
Threshold Limit Value of A-9 as a mixture: · 5Mg/meter3 (as mist) 
Routes of Entry and Symptoms of Overexposure: 

inhalation: pulmonary irritation; skin: very slight irritation; 
... eyes: irritation; ingestion(swallowing):. nausea 

First Aid: 
inhalation - remove to fresh air; skin - wash with warm water 

. soap; eyes - flush with water; ingestion(swallowing) - do not 
vomiting; call Doctor. · 

SECTION VI - REACTIVITY DATA 

and 
induce 

Stability: Conditions to Avoid: Flame, heat, strong 
I I oxidizing Unstable agents 

Stable IX I 
Incompatibility: Swells natural rubber and some plastics. Slight 
(Materials to avoid) etching of light metals on prolonged exposure 
Hazardous Decomposition Prouucts: co, CO:z I and acrulein when 
Hazardous Polymerization: Conditions to avoid: 

may occur. 
will not occur. X 

SECTION VII - SPILL OR LEAK PROCEDURES 
Steps to be Taken in Case Material is Released or Spilled: 

comLusted 

NA 

For large amounts: Treat as oil spill. Soak up on absorbent clay 
or sand and remove to corttainer; or wash wit6 
synthetic detergent and hot water. 

For small amounts: Material can be washed down floor drain or picked 
up on absorbent material for other disposal. 

SECTION VIII - SPECIAL PROTECTION INFORMATION 
Respiratory Protection(specify tyPe): Use air-purifying respirator ,if 

oil mist is present. 
Ventilation: NA Local Exhaust: as required to remove oil mist I Special: 

Mechanical(General): NA Other: NA 
Protective Gloves: Oil resistant 
Eye Protection: Protective goggles to guard against splashing 
Other Protective Equipment: None needed. 

SECTION IX - SPECIAL PRECAUTIONS 
Precautions to be Taken-in Handling and Storing: 

Avoid production of oil mist. Avoid excessive heat. Avoid repeated 
or prolonged skin or eye contact. 

Other Precautions: While there is no TLV established for this product, 
airborne mist should be kept below the nuisance TLV for oil mist, -

. ::·_:or 5Mg/meter3. · 
.. 
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- .. . -. 
Manufacturer's 

... 

... 

8@ AWMli'\1UiVi CUTTING FLUID 

Meets requirements of 29 CFR 1910 •. 1200 
·. (Federal.Hazard Communication Standard) 

.. -
SECTION I 

. 
.. 

Name: .. 

' ., ... -:- ·.-~ ,;-.. :. . ". 
-·· . 

.. •" . . ,... - ~ ' .. 
. -· . '"' . . . . 

No.: .. Emergency Telephone -- .... 
' .. 

RELTON CORPORATION (213) .681-2551 
.-.. (818) 351-8469 

Address: 317 Rolyn Place, Arcadia, California 91006 
.. . .. .. .. 

Chemical Name and Synonyms: I Trade Name: "A-9" I 

., 

(Mixture) Formula: See Section Il 
Chemical Family: .. .. 

Hydroearbon solvent, wax, fatty acid, traces of perfume and dye 
DOT: Not regulated by DOT -
Freight classification: "Petroleum Oil, lubricating,· NOI, . •W·--~ --- ·-" . -~·-

NA(North America) 1270 

SECTION II INGREDIENTS I . "' - '. . - ~ , ____ ; . '\• PPM .. 
. ; 

%Wt %Vol TLV PEL STEL 
White mineral oil, NF CASJ8042-47-5 > 85 > 70 NE NE" NE 
A semi-solid animal fat - Trade Secret < 15 < 20 NE .. NE NE 
A natural fatty acid - Trade Secret < 5 < 8 NE NE NE 
New Mown Hay perfume < 1 < 1 NE NE NE 
Green dye, Pharmacy Grade Tr Tr NE NE NE 

(See Sect~on V for Health Data) 
the mixture nor"any Data is based on testing mixture as a whole. Neither 

of its ingredients is on the carcinogen or suspected-carcinogen list of 
the NTP, the IARC, or OSHA. 

. . 
SECTION III - PHYSICAL DATA 

Specific Gravity(H20=l): · 0.900 

.lrnrn Percent Volatile b Volume: NA 
Eva oration Rate: NA 

Extinguishing Media: ::. .. Use C02, dry chemicals, foam. 

~ Special Fire Fighting" Pr<?cedures: .: 

BOE-CS-0227945 



. Page 2 bJID ALUMINUM CUTTING FLUID 

r-------------------------~--------------------------------------------~-----~ 
SECTION V - HEALTH HAZARD DATA 

Threshold Limit Value of A-9 as a mixture: · 5Mg/meter3 (as mist) 
Routes of Entry and Symptoms of Overexposure: 

inhalation: pulmonary irritation; skin: very slight irritation; 
... eyes: irritation; ingestiOn(swallowing): nausea 

First Aid: 
inhalation - remove to fresh air; skin - wash with warm water· and 

. soap; eyes - flush with water; ingestlon(swallowing) - do not induce 
vomiting; call Doctor. · 

SECTION VI - REACTIVITY DATA 
Stability: 

I I 
Conditions to Avoid: Flame, heat, strong 

Unstable oxidizing agents 
Stable IXJ 

Incompatibility: Swells natural rubber and some plastics. Slight 
{Materials to avoid) etching of light metals on prolonged exposure 
Hazardous Decomposition Pro~ucts: co, C02, and acrolein when comLusted 
Hazardous Polymerization: 

I 
Conditions to avoid: 

may occur. NA 
will not occur. X I 

SECTION VII - SPILL OR LEAK ~ROCEDURES 
Steps to be Taken in Case Material is Released or Spilled: 

For large amounts: Treat as oil spill. Soak up on absorbent clay 
or sand and remove to container; or wash with 
synthetic detergent and hot water. 

For small amounts: Material can be washed down floor drain or picked 
up on absorbent material for other disposal. 

SECTION VIII - SPECIAL PROTECTION INFORMATION 
Respiratory Protection(specify tyPe): Use air-purifying respirator )..f 

oil mist is present. 
Ventilati·on: Local Exhaust: as required to remove oil mist I Special: NA 

Mechanical(General): NA Other: NA 
Protective Gloves: Oil resistant 
Eye Protection: Protective goggles to guard against splashing 
Other Protective Equipment: None needed. 

SECTION IX - SPECIAL PRECAUTIONS 
Precautions to be Taken-in Handling and Storing: 

···· Avoid production of oil mist. Avoid excessive heat. Avoid repeated 
- or prolonged skin or eye contact. -- · · · ·- · " 

Other Precautions: While there is no TLV established for this product, 
-- airborne mist should be kept.below the-nuisance TLV for oil mist, 
~~or SMg/meter3• _ · · . _ __ _________ _ __ _ _ ·-·--- ---'-- :.::--,--- .'-:-.-~__:;_-. _ 

--L-----~------------~--------------------------------------------------~----~ 

. -~-·...... . : -. •. 
;~;,.~~-.:... . 
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L·;: • ).lFPP. 
Health ' ... ,;~.- 1 
fire ·.--·. 1 
Rear.thlity .. 1 Heal;h<®>':eactivity MA1-.E~"R-JA_L__;.c~;~;~;Y,DATA SH~ET' 

. . . 

. ' .. - ._ . .._, 

Manufacturer's 

Address: 317 
Chemical Name 

Meets requirements of 29 CFR 1910~1200 
· .. ·(Federal Hazard Communication Standard) 

" ~ ·. ~·. :, .. 

.. - - . ~·· -~ ·--
SECTION I . 

... . · . -· . . .. . . 
Name: . - Emergency Telephone No.: .. -- .... 

" 
RELTON CORPORATION ... (213) ~81-2551 

(818) 351-8469 
Rolyn Place, Arcadia, California 91006 

.. 

and Synonyms: ' Trade Name: "A-9" 

' 

(Mixture) I Formula: See Section Il 
Chemical Family: 

Hydrocarbon solvent, wax, fatty acid, traces of perfume and dye 
DOT: Not regulated by DOT " 

Freight classification: Petroleum Oil, lubricating,- NOI 1 
,_,k··~ . ·-·~' '"' .. ... 

NA(North America) 1270 ... 

SECTION II INGREDIENTS ! .. - .,-... . , ' .. PPM 
%Wt %Vol TLV PEL STEL 

White mineral oil, NF CAS#8042-47-5 > 85 .2 70 NE NE" NE 
A semi-solid animal fat - Trade Secret < 15 < 20 NE .. NE NE 
A natural fatty acid - Trade Secret < 5 < 8 NE NE NE 
New Mown Hay perfume < 1 < 1 NE NE NE 
Green dye, Pharmacy Grade Tr Tr NE NE NE 

(See Sect:i.,on V for Health Data) 
Data is based on testing mixtur~ as a whole. Neither the mixture ·nor any 
of its ingredients is on the carcinogen or suspected-carcinogen list of 
the NTP, the IARC, or OSHA. 

SECTION III - PHYSICAL DATA ... ... 
... 

,. 
~ 

Boiling Point{ 0
) @ 760mrnHg.: 400°F Specific Gravity(H20=l): 0.900 ~ •< 

Vapor Pressure (mmHg.) @ 100°F: .lrnm Percent Volatile by Volume: NA 
......-......... ..,.,.. 

Evaporation Rate: Vapor Density (Air=l) : NA NA 
negligible 

·""·= 

Solubility in Water: .. } 

Appearance and Odor: liqht qreen oil with slight fatty odor __ , . 
.. 

Extinguishing Media: ; .. Use C0 2 1 dry chemicals, foam. 

Special .Fire Fighting .. Pr~cedures~~ 

BOE-CS-0227947 



. Page 2 bJID AWMINUM CUTTJNG FLUID 
, ____ _ 

SECTION V - HEALTH HAZARD DATA -
Threshold Limit Value of A-9 as a mixture: - 5Mg/meter 3 (as mist) 12..b'L 
Routes of Entry and Symptoms of Overexposure: oprn 

inhalation: pulmonary irritation; skin: very slight irritation; 

First Aid: 
.. eyes: irritation; ingestiOn(swallowing): nausea 

inhalation - remove to fresh air; skin - wash with warm water and 
. soap; eyes - flush with water; ingestion(sw~llowing) - do not induce 
vomiting; call Doctor. 

SECTION VI - REACTIVITY DATA 
Stability: 

' I 
Conditions to Avoid: Flame, heat, strong 

Unstable oxidizing agents 
Stable IX I 

Incompatibility: Swells natural rubber and some plastics. Slight 
(Materials to avoid) etching of light metals on prolonged exposure 
Hazardous Decomposition Prouucts: co, cc4, and acrolein when comLus ·ted 
Hazardous Polymerization: Conditions to avoid: 

may occur. 
will not occur. X 

SECTION VII - SPILL OR LEAK PROCEDURES 
Steps to be Taken in Case Material is Released or Spilled: 

NA 

For large amounts: Treat as oil spill. Soak up on absorbent clay 
or sand and remove to container; or wash with 
synthetic detergent and hot water. 

For small amounts: Material can be washed down floor drain or picked 
up on absorbent material for other disposal. 

SECTION VIII - SPECIAL PROTECTION INFORMATION -

Respiratory Protection(specify tyPe): Use air-purifying respirator if 
oil mist is present. 

Ventilation: Local Exhaust: as required to remove oil mist 'Special: NA 
Mechanical (General) : NA Other: NA 

Protective Gloves: Oil resistant 
Eye Protection: Protective go_qgles to guard against splashing 
Other Protective Equipment: None needed. 

SECTION IX - SPECIAL PRECAUTIONS 
Precautions to be Taken-in Handling and Storing: 

- Avoid production of oil mist. Avoid excessive heat. Avoid repeated 
· -- or ·prolonged skin or eye contact. - - · ·- --

Other Precautions: While there is no TLV established for this product, 
-· airborne mist should be kept below the· nuisance TLV for oil mist, 

- _ ~~or SMg /meter 3 • _ __ ____ _____ _ __ _ _ _____ ·-- __ :..;---.--~ ~...,..--...::..-_ 

L-----~-----------------------------------------------------------------------J 
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